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Wearable, epidermal devices for assessment of swallowing
function
Tarek Rafeedi1, Abdulhameed Abdal 2, Beril Polat1, Katherine A. Hutcheson3, Eileen H. Shinn4 and Darren J. Lipomi 1✉

Swallowing is an ensemble of voluntary and autonomic processes key to maintaining our body’s homeostatic balance. Abnormal
swallowing (dysphagia) can cause dehydration, malnutrition, aspiration pneumonia, weight loss, anxiety, or even mortality—
especially in older adults—by airway obstruction. To prevent or mitigate these outcomes, it is imperative to regularly assess
swallowing ability in those who are at risk of developing dysphagia and those already diagnosed with it. However, current
diagnostic tools such as endoscopy, manometry, and videofluoroscopy require access to clinical experts to interpret the results.
These results are often sampled from a limited examination timeframe of swallowing activity in a controlled environment.
Additionally, there is some risk of periprocedural complications associated with these methods. In contrast, the field of epidermal
sensors is finding non-invasive and minimally obtrusive ways to examine swallowing function and dysfunction. In this review, we
summarize the current state of wearable devices that are aimed at monitoring swallowing function and detecting its abnormalities.
We pay particular attention to the materials and design parameters that enable their operation. We examine a compilation of both
proof-of-concept studies (which focus mainly on the engineering of the device) and studies whose aims are biomedical (which may
involve larger cohorts of subjects, including patients). Furthermore, we briefly discuss the methods of signal acquisition and device
assessment in relevant wearable sensors. Finally, we examine the need to increase adherence and engagement of patients with
such devices and discuss enhancements to the design of such epidermal sensors that may encourage greater enthusiasm for at-
home and long-term monitoring.
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INTRODUCTION
Swallowing—deglutition—is a physiological process where the
muscles of the mouth, throat, and esophagus pass a portion of
food or liquid from the oral cavity to the stomach in a coordinated
sequence. The process starts with a voluntary initiation and
continues with a series of involuntary actions of the muscles1. The
stages of swallowing and their mechanics are described by
paradigmatic models2,3. These models, such as four stage (for
liquid) and process models (for solids), describe the role of
relevant anatomical structures chronologically organized by the
bolus passage from the oral cavity to the esophagus. In dysphagia
(abnormal swallowing) assessment, the models help examine the
abnormalities in bolus movement and airway protection to aid in
the diagnosis and therapy. Dysphagia can be caused by
obstructive and damaged tissue from injury, surgical complica-
tions, or muscular damage, especially in old age or myopathic
disorders4–8. It can also be of neurological origins; characterized by
impaired control of the peripheral structures that are critical in
regulating muscle coordination for swallowing activity9. Reduction
in nerve conduction, for instance, may lead to elongated timing of
swallowing events10–13. Incidentally, this disease can be caused by
or correlated with neurological ailments such as strokes,
Parkinson’s disease, and dementia, as well as autoimmune
diseases such as scleroderma5,14,15. The underlying origin of the
disease calls for different diagnostic techniques and different
courses of treatment. A recent systematic review and meta-
analysis showed that the global prevalence of oropharyngeal
dysphagia follows an increasing trend16. In the United States, a

2018 study found that 16.1% of the population described having
dysphagia17. Other studies suggest that dysphagia occurs in
8–22% of populations over 50 years old, and the number is
generally higher for nursing home residents18,19.
Although dysphagia can be managed and rehabilitated by

interdisciplinary providers including otolaryngologists, gastroen-
terologists, and speech-language pathologists, it is often a chronic
condition requiring lifelong care4,20–22. Procedural and pharma-
cologic mitigation strategies, as well as a range of exercise
maneuvers, have been utilized to curb the development and treat
this condition23–32. However, complete recovery from swallowing
impairment is often elusive even with successful manage-
ment33,34. If insufficiently addressed, degraded swallowing func-
tion may lead to aspiration pneumonia, weight loss, and anxiety
over nutritional intake35–37. To diagnose this condition clinicians
use tools such as videofluorscopy38–40, endoscopy41–43, and high-
resolution manometry44,45. These tools and procedures are all
exclusive to clinical, often specialized, settings, which reduces the
access of at-risk populations (e.g., poor, rural, or elderly). Access is
further diminished by the cost and the necessity of experienced
technicians/clinicians to operate these devices. Additionally,
clinical procedures may also cause periprocedural complications,
such as pain, injury, and/or anxiety in the case of endoscopy, and
risks associated with X-ray exposure in the case of videofluoro-
scopy44. Further, in-clinic screening protocols for swallowing and
aspiration such as the Mann Assessment of Swallowing Ability
(MASA), Water-swallow Test (WST), Gugging Swallow Screen
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(GUSS), and their variations, require the administration and
expertise of a trained clinician46–49.
Limitations of the current clinical procedures coupled with the

opportunities to measure swallowing activity in the natural
environment (outside of clinical settings) led researchers to
examine different diagnostic tools that are less invasive and
unobtrusive. Recent work in skin-interfacing (“epidermal”) electro-
nic devices50–53 promises to increase access and increase the
temporal resolution of measurements (since they can be done
between visits to the clinic) with the potential to decrease
healthcare costs, inconvenience, and procedural anxiety. Ideally,
incorporating advances in nanomaterial-enabled sensors, biome-
chanics, and machine learning could lead to a role for epidermal
devices in the monitoring and rehabilitation of diseases such as
dysphagia.
In this review, we briefly introduce the physiological structures

and biomechanical stages involved in swallowing. After this, we
present a detailed overview of recent innovations within the field
of skin-interfacing wearable sensing modalities utilized for
detecting and monitoring swallowing, primarily in the orophar-
yngeal stages (see Fig. 1). Within each sensing modality, we
highlight a few of the materials utilized (summarized in Table 1)
and discuss their functional physical properties. Finally, we probe
the challenges and opportunities to transitioning these materials-
enabled sensors to an impactful tool for in-clinic and out-of-clinic
(at-home) care.

Swallowing physiology
Physiologically, a swallow is initiated with a voluntary act and
sustained with the precise coordination of more than 30 pairs of
muscles1,54. The activity recruits different layers of the central
nervous system from the cerebral cortex to the medulla
oblongata55. Swallowing involves many anatomical structures
starting with the oral cavity, pharynx, larynx, and esophagus2,56,57.
Along with these structures, other muscles, bones, cartilage, and
salivary glands work in coordination to propel the bolus from the
oral cavity to the esophagus. Physiologically, swallowing is
described differently for liquid and solid boluses. For instance, in
describing swallowing liquids, the four-stage model is generally
used, whereas for swallowing solids, the process model may be
followed3,58,59.
The four-stage model as shown in Fig. 1b consists of four

distinct phases. The first phase is called the oral preparatory stage,
and it starts as a bolus is taken into the mouth. The bolus is held
on the tongue surface while the anterior and posterior parts of the
oral cavity are sealed to prevent leakage into the oropharynx. The
tongue propels the bolus from the anterior oral cavity through the
posterior into the pharynx in a process known as the oral
propulsive stage. The pharyngeal and oral propulsive stages tend
to rapidly transition for liquid swallows. In the case of solid
boluses, the process model delineates the events before the
swallow enters the pharyngeal stage2,60. After ingestion of the
solid, stage transport occurs when the tongue carries the bolus to
the post-canine region onto the lower teeth for chewing. During
mastication, cyclic movement of the jaw is established with the
coordination of the tongue, cheek, soft-palate, and hyoid bone3,61.
As opposed to liquid swallows, the posterior oral cavity is not
thoroughly sealed during this phase62,63. Although mastication
and the motion of solid boluses within the oral cavity are vital to
the execution of the swallow, they go beyond the scope of this
review as they bring into question oral, dental, and mandibular
assessments among other matters.
Common to liquids and solids, the pharyngeal stage charac-

terizes the propulsion of the bolus through the pharynx into the
esophagus (see Fig. 1a, b). Tight air compression results in
pressure on the bolus to achieve clearance through the upper
aerodigestive tract64. With the elevation of the soft-palate and

tongue base retraction, the bolus is pushed against the
pharyngeal walls and squeezed downstream. To protect the
airways, the vocal folds are closed to seal the glottis65,66. The
arytenoids tilt forward to contact with the epiglottic base while
the hyoid bone and larynx are pulled upward by the contraction
of the suprahyoid muscles and thyrohyoid muscles tilting the
epiglottis backward. This sequence seals the laryngeal vestibule as
the upper esophageal sphincter relaxes and expands to allow the
bolus to pass into the esophagus67–69. The esophageal stage
transits the intake to the lower esophageal sphincter, and
eventually into the stomach by peristalsis.

Clinical diagnostic tools
Standardized diagnostic tools such as X-ray videofluoroscopy
require the patient to swallow a series of radiocontrast agents
(e.g., barium sulfate). These agents can have various viscosities
and allow for real-time visualization and assessment of swallowing
mechanics. Direct visualization supports the assessment of bolus
clearance, including abnormalities such as laryngeal penetration/
aspiration and residue (see Fig. 1c). It is however accompanied by
minor risk factors, namely exposure to ionizing radiation, and/or
dulling of taste intensity70 and rare allergic reactions71,72 due to
exposure to barium. A more quantitative examination of
pharyngeal and upper esophageal sphincter functional abnorm-
alities can be done using high-resolution manometry, to measure
internal pressures caused by muscular exertions70. This technique
uses a manometric catheter containing several circumferential
pressure sensors targeting a series of anatomical structures (e.g.,
from the velopharynx down to the upper esophageal sphincter).
These measurements provide localized pressure evaluation and
insight into the timing and coordination of the swallow as seen in
Fig. 1d45. Although it is more quantitative, manometry still
requires evaluation by a trained clinician and is minimally invasive
by the nature of transnasal insertion of a catheter. In contrast,
wearable sensors cannot produce visualizations such as those
shown in Fig. 1c, nor capture the internal pressure of manometry;
however, they can offer less obtrusive sensing of swallow
exertions and correlated respiratory activity64,73–75.
Assessment of electromyographic (EMG) activity, superficially or

intramuscularly, is currently considered a non- or minimally
invasive tool for assessing muscle function or providing biofeed-
back in swallow disorder therapy76,77. The muscle groups that are
frequently probed include the jaw and perioral, submandibular,
tongue, laryngeal and pharyngeal, and cricopharyngeal muscle of
the upper esophageal sphincter55. The biopotentials activity of the
former two groups is measurable by surface electromyography
(sEMG), due to their proximity to the skin. Therefore, sEMG has its
limitations when targeting deeper muscle groups. The rest are
approached with needle EMG electrodes for deeper and localized
targeting, either via the skin or endoscopically, which are currently
irreplaceable. The potential risks such as hematoma and pain
during coughing, and the precision required for placement
constrain the applicability of needle electrodes to clinical
settings69,78. Although EMG has some clinical applications, it is
not typically used in the diagnosis of swallow disorders. The
neuromuscular signals extracted from electromyographic activity,
however, can help detect swallowing abnormalities especially
when combined with orthogonal forms of sensing and adequate
data analysis techniques.

Wearable sensing modalities for swallowing behavior
Surface electromyography electrodes. Biopotential signals are the
sum of action potentials fired by excitable cells such as neurons,
myocytes, and cardiomyocytes. They are generated from changes
in ion concentration through depolarization and repolarization of
the cell membrane, manifesting in the extracellular fluid. Skeletal
muscle activity generates such signals. Motor nerve pulses cause
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muscle fibers to discharge creating motor unit action potentials
that compose an EMG signal79,80. A differential voltage can be
measured from a pair of electrodes to reveal the depolarization
and repolarization phases caused by muscle contraction and
relaxation. Such signals can be obtained from epidermal electro-
des placed over the target muscle(s). The electrodes convert the
propagated ionic currents from muscle activity into the electric
current at the electrode interface. The collected electrophysiolo-
gical signal can later be processed to extract frequency and

amplitude features for determining the timing, force, and fatigue
of the muscle. The capabilities of such epidermal electrodes have
been applied to digitalized medical devices for tremor diagnosis,
muscle rehabilitation, gait assessment, and detection of bruxism,
among other applications81–85.
To collect these sEMG signals with high quality, strong electrical

contact is needed between the electrode and skin. Commercially
available Ag/AgCl electrodes use a thick layer of ionic gel to
maintain a contact low impedance between the metal electrode

c
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Fig. 1 Illustrates the physiology and anatomy relevant to swallowing and its characterization. a Depicts a sagittal cross-section of the oral
to upper esophageal anatomy of the digestive tract (right) and a frontal plane depiction of the larynx (left) highlighting relevant anatomies.
b Is a recreated figure showing the phases of the four-stage model for liquid swallowing (arrows were added to depict larynx and epiglottis
motion). c Images of dysphagic videofluorscopy swallows showing penetration into the vocal folds (left) and aspiration (right). d A graphical
representation of high-resolution manometry results with initial velopharyngeal vocalizations where the horizontal axis is time, the vertical is
the relative location and the color scheme represents pressure. e A schematic depicting the visually examined placement of materials-enabled
sEMG sensing electrodes (left) and proximal placements of the reference electrode, and mechanical sensors (right) with flexible or stretchable
characteristics used in recent literature. The number of electrodes/sensors with similar placement (freq.) is shown in the tables adjacent to
each panel. *Note LP: Laryngeal prominence. Panel b and c reproduced with permission2,70.
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and the skin (hence referred to as wet electrodes). Dry electrodes,
on the other hand, require direct and intimate contact between
the conductor and the skin. For a better understanding of this
electrical contact, resistor-capacitor circuit models are used to
design and characterize such electrodes. The Cole bioimpedance
model is commonly used for the skin, while electrode models
depend on their type and geometry86,87. For instance, in a dry
electrode, the top layer of the stratum corneum (~800 nm
thickness) is considered as the dielectric material quantifying the
capacitance (CSC) of the circuit. Whereas in gel electrodes, the
double-layer capacitance (CDL) of the electrolyte gel is utilized88.
Figure 2a shows the skin and electrode interface of typical wet
and dry electrodes and the dry electrode equivalent circuit model
in Fig. 2b. Recent advancements in thin film and compliant
conductive materials and geometries have popularized research
on dry electrodes producing compact and unobtrusive wearable
electrodes.
Action potentials propagated from the deep skin layers can

attenuate at the top surface of the skin due to the insulative
nature of the stratum corneum (mainly consisting of dead
corneocytes)89. Thus, the electrode-skin interface is crucial in
probing these potentials. Conventional electrodes such as silver/
silver-chloride (Ag/AgCl) gel are commercially available and widely
used for monitoring muscle activity (among other biopotential
activity) because of their reversible electrochemical characteristics.
Typical electrolyte gel disperses on the human skin to maintain
stable electrical properties between the electrode and skin
interface. Ionic diffusion between Ag+ and Cl− ions within the
electrolyte gel promotes reversible reactions on the electrode
surface. Low polarization potential within the capacitive interface
mitigates signal fluctuation and maintains a low impedance with a
high signal-to-noise ratio (SNR). Despite their reversibility, long-
term monitoring is hindered by the hydration state of the gel,
reducing the consistency of the signal measured. Moreover, the
thickness and rigidity of typical Ag/AgCl electrodes (Fig. 2a)
decrease the expected usability and comfort for continuous
monitoring90.
In swallowing assessment using sEMG, the adequate surface

placement of the electrodes on the neck is imperative to capture
the pertinent signals while reducing crosstalk from adjacent
muscle activity80. Several recommendations have been suggested
to monitor either suprahyoid or infrahyoid muscle coordination
for swallowing, such as placing the electrode couples a few
centimeters laterally to the neck midline79,91. Other placements
include aligning the electrodes with the anterior belly muscle
fibers75,92. This is located over the gap between thyroid and
cricoid cartilages (see Fig. 1a, e). Moreover, the submental surface
is an area of interest to monitor the suprahyoid muscle group,
which affects hyoid excursion and the opening of the upper
esophageal sphincter79,93. In these locations, electrodes can
experience frequent mechanical stress exerted by swallowing
and neck motion, not to mention the effect of perspiration and
body heat on their adhesiveness. Therefore, for longer-term
wearable monitoring, better compliant and durable electrodes are
required for such applications. Electrode placements observed in
recent literature on conformal electrode designs for swallowing
are summarized in Fig. 1e (left). While all these placements are
capable of capturing the occurrence of the swallow, further
investigation is needed to understand the effect of placement on
dysphagia detection and estimations of bolus volume. Previous
studies utilizing sEMG have statistically examined the effects of
bolus viscosity, volume, and participant age on muscle activation
patterns94,95.
The benefits of a conductive medium such as a gel or paste as a

junction between the skin and electrode material have led
researchers to examine wet electrode materials based on polymer
hydrogels. These cross-linked polymer networks retain the
electrolyte solution and can be made using biocompatible

precursors and rendered mechanically soft and self-adhesive.
They can maintain robust contact with biological substrates and
maintain signal fidelity without requiring rigid carrier sub-
strates96–98. Although hydrogel bioelectronics is exceptionally
versatile and tunable in properties, dehydration caused by water
transport to the environment can influence their long-term
performance99,100. Increasing the water retention capacity by
varying electrolyte concentration can be achieved by adding
salts101,102.
The exceptional electrical conductivities of metals like gold and

copper are indispensable in integrated wearable sensors103.
However, their mechanical stiffness precludes them from con-
forming and/or adhering to curved anatomical surfaces, hence
they require intricate geometric patterning. Serpentine, buckled,
or fractal geometries, can deflect incurred mechanical stress to
geometric deformation thus increasing the fracture strain of the
metal trace (Fig. 2c, d)51,92,104,105. To give these electrodes an
elastic restoring force, they are fabricated on a thin (~5 µm) layer
of elastomer such as polydimethylsiloxane (PDMS). For improved
skin adhesion, a bioadhesive backing (such as Silibione) can be
added to laminate the electrode on the submental surface92. Thin
metal electrode features are generally patterned with photolitho-
graphy and physical vapor deposition and supported with a
polyimide layer to minimize the bending stress. Finally, a reactive
ion etch is used to expose the electrode windows. The
stretchability of the mesh filamentary serpentine electrode
(~30%) geometry (seen in Fig. 2d) exceeds the elasticity of the
human skin and complements curvilinear boundaries with a radius
of curvature of 45 µm. Two of the electrodes in the patch were
placed along (and targeted) the anterior belly of the digastric
muscle, while the third was used as a ground. The integrated
submental ground electrode on the patch showed lower swallow
signal amplitudes when compared to the ground placement on
the elbow (likely chosen as a control for its distance from the
neck), but it showed lower signal sensitivity to head movements.
The size restriction imposed by the additive methods of such
fabrication procedures reduces the spatial resolution and span of
the epidermal sensor, a key factor for more accurate and extensive
monitoring53,106. In that regard, subtractive (top-down) fabrica-
tions can yield larger sensor patches allowing a host of spatial and
temporal analyses using ML and statistical analysis107–109. Fig. 2g,
h shows the spatial mapping achievable with sEMG electrodes and
emphasizes the leap in wearability afforded by new fabrication
techniques and advancements in materials for epidermal sensing
shown in Fig. 2h.
Most sEMG experiments on swallowing behavior have been

performed in a laboratory setting. Typically, the wearable sensor is
physically tethered to backend electronics. This setup is undesir-
able for at-home monitoring. To address this issue, wireless data
acquisition devices combined with wearable sensors can transmit
raw signals to a computer for processing and analysis. Incidentally,
skin-like electrodes inspired by fractal gold nano-membranes110

can incorporate a flexible carbon connector to a wireless
transmitter for continuous monitoring with minimal obtrusive-
ness111. Such devices have been employed in a customized
biofeedback classification algorithm to engage healthy partici-
pants during swallowing experiments. Real-time video game
feedback uses the submental muscle activity signal as the
controller (thresholds) for a ball bouncing between platforms
(Fig. 2f). Cohort studies of the customized human-computer
interaction gaming technology were further studied with dyspha-
gic exercises for clinical assessment112.
Despite the robust electronic properties of metallic thin films,

the mechanical mismatch between the materials and the soft skin
can introduce electrode motion artifacts—a consequence of
interfacial disparities. Additionally, elemental and alloyed metals
offer minimal tunability in mechanical and electronic properties in
thin films. To that end, conducting polymers such as poly(ethylene

T. Rafeedi et al.
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sEMG activity from submental muscles Real-time visual feedback videogame 

DAQIntramuscular EMGa b

Surface EMG
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Conformal dry electrodes

Muscle
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Subcutaneous Tissue

DAQ
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c d e

f

g
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PEDOT:PSS(1) -b-PPEGMEA(6)

h

Fig. 2 Overview of conformal electromyography electrodes applied to swallowing tests. a A comparative schematic of EMG electrode
types: Intramuscular (needle) EMG, gel sEMG electrodes, and conformal electrodes (in this case resembling dry polymer electrodes).
b Equivalent circuit model of polymer-based (PEDOT:PSS) sEMG electrodes on the skin. c–e Epidermal conformal electrodes with their
respective placements, sensor geometry, and sample outputs for the shown placement. f Shows the electromyographic data from submental
muscles and the application of the electrodes in a swallowing exercise game. g, h Multichannel array of sEMG electrodes for swallowing
mapping showing the contrast between the obstructive system based on classical electrodes in g and the thin epidermal patch in h. Both
figure boxes demonstrate the output biopotential map during select stages of the swallow. Panels b, d reproduced with permission88,92 Panels
c, e–h, reproduced under Creative Commons (CC BY) license53,105,109,112,121.
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dioxythiophene):poly(styrene sulfonate) (PEDOT:PSS) have gained
traction as an alternative bioelectronic material. The electrical
conductivity of the polymer arises from the delocalization of
electrons along the alternating single and double bonds, known
as π-conjugation. Electrodes based on PEDOT:PSS show low
interfacial impedances with skin owing to the high volumetric
capacitance and mixed ionic and electronic conductivities in an
interpenetrated, 3D network of conductive pathways. Although
the intrinsic electrical conductivities are lower than metallic
counterparts, many doping strategies have been exploited to
provide additional paths for charge carriers along the polymer
backbone by inducing favorable morphologies113. Moreover, it is
possible to tune the elastic modulus to match the location on the
skin and increase the durability of such polymers with additives
and cross-linkers. Additives such as sorbitol, xylitol, Zonyl FS-300,
Triton X-100, and ionic liquids are commonly used in the
literature114–118. However, these additives have the potential to
leech and are not always biocompatible.
Copolymerization is an attractive alternative method of

plasticization without the need for molecular additives119. For
example, the block copolymer of PEDOT:PSS with poly(poly(ethy-
lene glycol) methyl ether acrylate) (PPEGMEA) augments the
stretchability of the intrinsically brittle neat PEDOT:PSS120. By
varying the blocks of PEDOT:PSS(1)-b-PPEGMEA(x) from
(x 2 f1; 2; ¼ 6g), the elastic modulus can be reduced
to ~10MPa, a magnitude lower than commercially available
material. A recent study utilized PEDOT:PSS(1)-b-PPEGMEA(6)

electrodes placed on the submental region for swallow volume
estimation during exercise. It was demonstrated that electrodes
were effective for long-term capturing muscle activity despite the
bodily motion (Fig. 2e)121.
Measured impedances tend to decrease with time when

suspended on the skin because of the presence of a sweat layer
enriched with electrolytes. Based on the capacitive coupling (Fig.
2b), the resistance value, Rs, is extracted from sweat ducts found in
the skin88. Therefore, the porous structure of PEDOT:PSS allows for
the uptake of water, which can reduce the resistance values and
perform as a breathable (vapor-permeable) wearable sub-
strate88,122. The solution processability of this polymer makes for
facile molding of freestanding sEMG in the desired geometric
designs121, and the adaptation of conformal and noise filtering
geometries (see “Sensing mechanism and figures of merit”).
Generally, liquid phase processability is an attractive material trait
that allows facile and scalable fabrication of stretchable electro-
nics. Such fabrication approaches include spin-casting, spray
coating, dip coating, direct ink writing, and stamping, which can
generate thin and conformal films on a variety of sub-
strates116,123–126. In cases where the conductive material is being
solvated, the concentration of the solution could be varied to
modulate the electronic and mechanical properties of the film127.
Collectively, the tunable characteristics, sensing abilities, biocom-
patibility, and processability are unique advantages of conducting
polymers.

Ultrasensitive strain-gauge wearable sensors. The mechanical
motion of subcutaneous anatomy exerts mechanical loads on
the skin typically resulting in bending, stretching, compression,
torsion, and wrinkling. This is typically exemplified in the dynamic
skin tension in joint motion128–130. Stress generated by bending
joints, expanding lungs, contracting muscles, and laryngeal
motion among others strain the skin to various extents. Strain
gauges placed on the throat and submental region translate the
incurred bending or tensile strain, caused by swallow action, to an
electrical signal (Fig. 3a). Studies implementing this modality have
examined skin deformation due to muscle contractility in the
submental/submandibular region or the motion of the larynx. The
larynx moves by less than 1 cm anteriorly during a swallow
generally causing protrusions in the skin131. These protrusions are

most pronounced near the laryngeal prominence (LP) and cricoid
cartilage. As the larynx traverses vertically, its motion can be
measured using mechanical sensors (Fig. 1e (right)).
Strain gauges, among other wearable sensors, are inherently

benign and non-invasive. Recent developments in organic and
inorganic nanomaterials have led to many methods to render
them more unobtrusive, stretchable, and skin-conforming. From
applications in electronic skin to heart rate monitoring, strain
gauges come in a range of signal outputs, sensitivities,
compliances, and scales8,132–135. These mechanisms of strain
gauges can be categorized into piezoresistive (geometrically
induced effects), piezoelectric, capacitive, and optoelectronic134.
Classical resistive strain gauges and flex sensors are often made
from patterned rigid metal alloys carried by flexible polymer
substrates. The rigidity of the constituent materials makes it
difficult to apply conformally to the skin. Organic conductors,
carbon-based nanomaterials (graphene, carbon nanotubes (CNT),
etc.), and nanoscale particles (nano-spheres, nanowires, nanois-
lands, etc.) pose a class of stretchable piezoresistive strain gauges,
with sensitivities high enough to detect muscle movements with
extremely high sensitivities. Forming composites from conductive
fillers and skin-compatible polymer hosts or substrates (PDMS, PU,
Ecoflex, etc.), is the most common path to making piezoresistive
strain gauges and is commonly adopted in literature. The figure of
merit that is associated with piezoresistivity is the gauge factor
(GF), as defined in Eq. 3 (see “Sensing mechanisms and figures of
merit”).
Carbon-based materials, such as graphene and CNTs are

perhaps some of the most utilized in the literature on strain
gauges74,90,121,136–139. In one example, Roh et al. reported a three-
layer stacked strain sensor made up of single-wall carbon
nanotubes (SWCNTs), PEDOT:PSS, and polyurethane (PU) (Fig.
3b)139. In lower strain regimes, the stretching of the elastomeric
matrix increases the distance between conductive particles. As the
strain increases, the conductive pathways break. The addition of
PU-PEDOT:PSS conductive polymer ensures that during extreme
stretching, some conductive pathways are retained, hence
increasing the dynamic range. Previous work done by our group,
utilizing single-layer graphene/gold nanoisland (Gr/AuNI) strain
sensors, has shown that the addition of a plasticized PEDOT:PSS
(“dough”) layer (Fig. 3c) increased the stretchability of the
piezoresistive film from more than 40 fold (2% to 86%)90,121.
Systems of ultrahigh stretchability can also be made using

hydrogels and organogels130,138. For instance, MXene, which is a
class of inorganic conductors, nanosheet introduced to gluten
networks showed strain ranges of up to 300% with a GF= 3.2105.
The shape, color, and optical transparency of the resultant sensor
are also important factors to consider when dealing with
prolonged device use. Hwang et al. report low-density silver
nanowires (AgNWs) with PEDOT:PSS/PU to fabricate a strain
sensor140. This sensor showed high and uniform optical transpar-
ency (~75.3%), with stretchability (up to 100%), and sensitivity to
strain (GF= 12 for 2% strain). Another example utilizing MXenes is
a highly stretchable (~1200%) strain sensor made self-healable
using polyvinyl alcohol (PVA) composite hydrogel matrix. This
sensor incorporates a Ti3C2Tx filler to form electrodes for a
capacitive sensor. The sensor achieved a reasonable capacitive GF
of (~0.4) and exceptional self-healability after 150ms while
retaining 97.5% capacitance after breakage. Proof-of-concept
studies demonstrate the ability of this sensor to measure
deformations (Fig. 3e) correlated with the four stages of a swallow
(Fig. 1b)141. The strains caused by a laryngeal rise or muscle
contractions are small compared to limb and finger joints, where
such sensors are often applied. Hence, large dynamic ranges (e.g.,
>50%) are generally not required (Fig. 3f)74. Nevertheless, many of
the sensor systems reviewed here have a sufficiently large strain
range to capture the motions of the posterior neck, elbow, and
knee joints, and face (Fig. 3g)130,138,142,143.
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Fig. 3 Overview of materials-based wearable strain gauges applied in swallowing examination. a Epidermal strain sensors reacting to
typical skin bending and tensile strains with the appropriate data acquisition systems connected to them. b–d Example strain-gauge
schematics showing active materials and encapsulants with a sample swallow strain signal respectively. e PVA/ MXene-based capacitive sensor
with sample signal expressing laryngeal motion in four stages. f Submental swallow activity monitoring using palladium nanoislands on
graphene sensor, comparing dysphagic and non-dysphagic signal outcomes. g Comparative pictures, and corresponding plots demonstrating
the effect of conformal adhesion on strain-gauge response. Panels b, e, f, g, reproduced with permission74,139,141,143 Panels c, d reproduced
under Creative Commons (CC BY) license121,145.
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Liquid metal has also been used to generate patterned
resistive sensors and circuits144. Jeong et al. utilized the wetting
properties of reduced liquid metal alloy (GaInSn), to create a
wireless patch for remote strain sensing with robust electrical
and mechanical performance (Fig. 3d)145. The resistive strain-

gauge component fabrication was enabled by exploiting the
wetting phenomena of GaInSN on micro-patterned gold
serpentines. A proof-of-concept demonstration showed the
device detecting swallow activity and 10,000 cycles of
reversible stretching.
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Pressure-based wearable sensors. Unlike strain sensing, pressure
sensors generate a signal when compressed by a net force normal
to the skin surface (Fig. 4a, left panel). This mode of operation
allows these sensors to occupy generally smaller skin areas than
strain or sEMG. The applications of wearable pressure sensors can
be similar to those seen for strain sensors, but they see larger
applications in artificial skins and wearable touch pads146–150.
Reported swallow pressure sensors can be parsed into groups by
their mechanism of transduction capacitive, optical, piezoelectric,
or piezoresistive. The literature reports several permutations of
materials for the electrodes and the dielectric media for capacitive
sensors. Kou et al. described a wireless system developed around
an NH4HCO3/Gr/PDMS dielectric sponge capacitor The sponge
dielectric architecture, widely adopted in literature, imparts higher
deformability onto the device (see “Signal acquisition and figures
of merit” section) enhancing its lower detection limit (5 Pa) and
lowering its response time151. The small planar form factor of the
sensor allowed for a patch-mounted antenna for wireless and
battery-free transmission. This was primarily enabled by the
change in resonant frequency (f resÞ of the inductor-capacitor (LC)
circuit when the capacitance (C) varies due to compression (
f res / LC�1=2). Although high in sensitivity elastomer foams tend
to be on the order of 1 mm in thickness, which can make the
device thicker and less skin-conforming. Thinner dielectric
materials (~500 nm) have been examined for swallowing applica-
tions. Xia et al. applied a monolayer of colloidal microgel (free-
radically polymerized N-isopropyl acrylamide (NIPAm), N, N’—
methylene bisacrylamide, and acrylic acid (AAc)) that functioned
as both a dielectric and an optical sensor (“etalon”), giving the
sensor a dual response to pressure change152. By utilizing colloidal
photonic crystals, swelling, and deswelling of the constituent
microgel results in a spectrum of optical and capacitive sensitivity
to pressure. In this work, ethanol was used to deswell the microgel
resulting in a ~130 nm reduction of diameter and a change in
optical signal (Fig. 4b, left panel). In principle, mechanical pressure
exerted during swallowing could compress the microgel to
generate a dual response. However, the optical response
sensitivity, represented as a shift in the reflectance spectrum,
was much lower than that seen in the capacitive aspect of this
device. As a proof-of-concept, the change of capacitance was used
to differentiate between water volumes (10–30mL) with larger
volumes corresponding to higher signal amplitudes (Fig. 4b, right
panel). To that, a simpler optical approach can be generated using
fiber optics. For instance, Maeda et al. used a hetero-core fiber
optic pressure sensor embedded in a silicone rubber housing and
measured the optical loss due pressure-induced deforemation153.
Piezoelectric materials have seen many applications as wearable

technologies in general (in ultrasonic and mechanical sensors) and
in swallow evaluation in specific, despite their intrinsic rigidity. The
use of common piezoelectric polymers such as polyvinylidene
fluoride (PVDF) was demonstrated in a paper by Iizuka et al. where
a urethane sheet was lined with piezoelectric sensors and placed
near the LP154. The piezoelectric array captured the upper and
lower laryngeal movement during swallowing in healthy subjects.
Parameters such as swallowing latency and maximum lowering
and rising velocities were characterized (Fig. 4d). By fixing the

pitch at 3 mm, the velocity can be extracted by measuring the
time difference between sensors’ responses. Velocity responses of
the laryngeal movement are complementary measurements to
subjective evaluation (speech pathologist), as slow velocity is
correlated to clinical aspiration. However, the total thickness of the
array required the sensor to be placed by hand, which hindered
decoupling bending motions along the axis of the laryngeal
movement. To address such issues, researchers opt for thinner and
unobstructive form factors. A recent example is the work by Natta
et al. which featured patterned, ultra-thin, and flexible piezo-
electric aluminum nitride (AlN) film mounted on a soft Kapton
tape coupled with sticky PDMS-polyethyleneimine (PEIE) to make
a sensor with a total thickness of 26 μm155. The sensitivity of this
device can capture the pressure produced by the bolus passage
(up to 50 KPa). Using this sensor, they were able to extract certain
important factors from the data such as the duration of the
swallowing act, frequency of spontaneous saliva deglutition, and
latency (Fig. 4c). Specifically, the deglutition wave (upward and
downward of the laryngeal movement) is measured from the
voltage responses. Ideally, the deglutition wave consists of two
peaks resembling the distinct phases of a swallow. The voltage
peaks are responses when the laryngeal pushed the sensor during
elevation and descent, respectively. Distortion of the deglutition
waveform may infer swallowing abnormality. Also, delay in latency
during deglutition is common in elderly patients with reduced
motor units156. These temporal parameters provide complemen-
tary clinical insights into swallowing behavior, which can guide
the assessment of swallowing abnormality. The authors also
highlighted the superiority of AlN non-toxicity, biocompatibility,
and superiority over PVDF piezoelectrics which degrade under
heat exposure. Finally, wireless Bluetooth technology was utilized
to transfer the collected sensor data into a phone application for a
proof-of-concept of untethered point-of-care. Moreover, Lee et al.
proposed a pressure sensor comprised of ionic polymer–metal
composite (IPMC) material for recognizing throat movements
during a swallow157. Essentially, a pressure applied to the IPMC
induces cations and water molecules to move from high to low-
stress regions and create a charge distribution while forming a
dielectric potential layer. They also utilized a machine-learning
algorithm, a support vector machine (SVM) model, to calculate the
performance of throat movement detection of the sensor in
different activities (e.g., coughing, swallowing, and humming). The
double peak present in swallow signals increased the precision of
the model (~96%) in differentiating it from other throat motions.
Although more commonly used in the strain modality, piezo-
resistivity can also be used to sense pressure exerted by laryngeal
motion. Guan et al. used a molybdenum diselenide/multi-walled
carbon nanotubes (MoSe2/MWNTs) composite capped with PDMS
and copper foil electrodes on either side. Among the biosensing
demonstrations in this work, the authors placed the sensor above
the laryngeal prominence of a male subject and observed
swallowing signals as a reduction in the resistance of the sensor
(Fig. 4e)158.

Acoustic and accelerometric devices. Many of the movements
produced by swallowing produce acoustic signals and vibrations

Fig. 4 Overview of materials-based pressure sensors and accelerometric sensors applied in swallowing examination. a Typical epidermal
pressure sensor reacting to compression caused by skin bending (left), and a mechano-acoustic/ accelerometric sensor reacting to skin
motion and deformation. b Optical response from porosity diameter reduction (left) and capacitive response outputs in swallowing
experiments demonstrate sensitivity to the consumed bolus volume (right). c A small profile piezoelectric swallowing pressure sensor based
on AlN active material. Sensor outputs are shown to correspond with laryngeal motion and muscle activity signals. d Temporal parameters
extracted from a piezoelectric array. e Reduction of resistance from pressure exerted during swallowing. f Mechano-acoustic sensor patch
based on an IMU and a stretchable circuit geometry providing a non-obtrusive attachment and robust wireless data outputs. g Laser-induced
graphene acoustic sensor, with distinctive signal outputs for various throat-related activities including swallowing. Panels b, d–f reproduced
with permission73,152,154,158 Panels c, g reproduced under Creative Commons (CC BY) license155,163.
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that can be detected at the surface of the skin. Thus, wearable
devices featuring MEMS accelerometers and acoustic sensors have
the potential to advance traditional diagnostic methods based on
auscultation (listening)159,160. Specifically, laryngeal microphones
(laryngophones), have been applied to the assessment of
dysphagia161,162. Unlike strain and pressure sensors which deform
with muscular and laryngeal motions, vibration and audio signals
encompass a larger range of deformation frequencies (from skin
motion to audible swallow sounds)64,161,162. For instance, Tao et al.
utilized a laser-induced graphene film that could generate and
detect sounds from the skin163. This acoustic sensor used direct
laser writing (450 nm wavelength) on polyimide (PI) substrates to
raster porous graphene films164. This porous film structure allowed
the detection of weak vibrations (such as vocal sounds)
permeating the skin through its high degree of piezoresistance.
When placed on the throat, this sensor was able to detect the
swallowing activity among other physiological and bioacoustic
signals (Fig. 4g). Examining the placement and signal amplitude of
the device, however, indicates that the swallow signal reported is
in part due to large-scale deformations of the sensor, and not just
acoustic vibrations. Significant developments have been made in
adapting commercial embedded circuits, such as MEMS-based
inertial measurement units (IMUs), which can output gyroscopic
and accelerometric data, into stretchable and skin adhesive
platforms (Fig. 4f)73. Using buckled metal interconnects and
elastomer substrates, IMUs, and microcontrollers can be mounted
onto the skin to achieve close mechanical coupling. This coupling
enables the system to detect acoustic vibrations (due to breath-
ing, heart activity, and esophageal contraction). Differential
measurements between two accelerometer devices were shown
to reduce motion artifacts generated from routine day activities64.

Multimodal sensors systems. Obtaining distinct data streams is a
key factor in producing robust and efficient machine-learning
algorithms and statistical models165. Multimodal sensors are
relatively new in monitoring swallowing behavior. Early studies
that have performed large-scale user testing with their sensors
generally combine multiple modalities for cross-validation, a
common combination is sEMG with strain or pressure measure-
ment (e.g., Figs. 2e and 3c)105,121,152. Other studies use a single
modality of sensing outputting several orthogonal data streams
such as mechanical deformation along a different axis or the
activation of various muscle groups74,92,141. Another added
benefit of having multiple data streams is failure redundancy. In
dysphagia assessment and treatment, for instance, the origin of
the disorder can affect the applicability of certain modalities.
sEMG swallow assessments show lower precision in diagnosing
dysphagia arising from neurological disorders166. Additionally,
comorbidities of dysphagia, either from shared etiology or
completely unrelated ones, can reduce the efficacy of certain
wearable modalities. For example, lymphedema in the neck
area, commonly occurring after radiation cancer treatment, can
cause the attenuation of biopotential signals and skin deforma-
tions in targeted areas167. Edema-induced attenuation effect
has been observed with electrocardiogram (ECG) signals168.
Radiation therapy can also injure the skin on the throat
resulting in short-term desquamation and a reduction in
necessary contact and adhesion169. Similarly, injuries and
surgical scars can complicate the wearability of such epidermal
devices. Further, extreme differences in morphologies asso-
ciated with obesity or severe weight loss can greatly affect the
reliability of the sensor (by signal attenuation or suboptimal
placements)168,170. Addressing such challenges is critical since
nutrition, hydration, and feeding disorders in general, apart
from dysphagia, are of interest in swallowing sensors
research90,121,171,172. Hence, having hybrid systems, containing
an ensemble of sensors can help increase the fidelity of
analysis, function as a contingency measure for patients with

obstructive comorbidities, and increase the applicability to a
wider range of users.

Sensing mechanisms and figures of merit
Since wearable swallow sensors are still developing, they are yet
to stem well-established metrics for evaluating swallows specifi-
cally. Even though swallow health and some of its metrics (like
speed, posture, and muscular effort) can be evaluated with
wearable sensors, there are currently no overarching mathema-
tical descriptions that can summarize the outcome. However,
intertwined within each sensing modality discussed in this work,
are the mechanisms that enable a sensor to detect and translate
the input it receives to its respective signal. Each sensing
mechanism can call for a unique data acquisition and analysis
technique. Associated with these techniques are derived metrics
and figures of merit some of which are discussed in this section.

EMG biopotential. The EMG signal arises from the depolarization
of skeletal muscle fibers. When probed from the surface, the
signals ought to contain the firing action of the collective of fibers
under the electrodes. This contrasts with the fiber-targeting, yet
invasive, approach in needle EMG80. The raw signal output
amplitude of EMG is typically 0–10mVpp with the energy
concentrated in the 20–500 Hz frequencies173. Knowing the
frequency range of EMG allows for the implementation of filters,
such as a 10–20 Hz high-pass filter for low-frequency noise and
ECG signals and notch filters for powerline interference174. These
measures serve to improve the signal-to-noise ratio (SNR); a
common metric used to quantify signal quality defined as the ratio
of signal power Psignal to noise power Pnoise.

SNR ¼ Psignal
Pnoise

¼ Asignal

Anoise

� �2

;whereA is the amplitude (1)

The SNR of an sEMG system can give information about the
electrode-skin contact and the effectiveness of the electrode
placement. Poor electrode-skin contact, as mentioned earlier, can
be a source of noise and unwanted motion artifacts, while an
incorrect placement of the electrodes can generate interference
potentials from unwanted muscular and neural activity80. Con-
centric electrode geometry has been shown to address some of
these issues by localizing the target muscle and creating spatial
(Laplacian) filtering effects. The Laplacian filter can be described
by the following equation for a bipolar electrode:

LBp ¼ 4
ð2r2Þ ðVo � VDÞ (2)

where L would be the filtered biopotential signal, Vo and VD are
the potentials at the center and the circumference of radius r
circle, respectively175–177.

Piezoresistivity. When an external force deforms a piezoresistive
material its electrical conductivity changes. Granted that this
change is reversible, it can be used to continuously detect
deformations. The correlation between strain and resistance can
present itself in a linear or nonlinear fashion over the strain range
of the material. Since linearity is typically favored for simpler data
analysis, researchers favor the linear regimes of the material. Some
patterned metal conductors can also be sensitive to strain despite
having low intrinsic piezoresistivity. Geometric effects such as
elongation or necking (cross-section constriction) imparted by
applied stresses, change the overall resistance while maintaining
the intrinsic conductivity. The figure of merit describing piezo-
resistive sensitivity is the gauge factor (GF): the normalized change
in resistance ðΔR=RoÞ with respect to changes in strain
ðε ¼ Δl=loÞ. Many devices reported in the literature contain two
linear regimes owing to a variation in the conducive pathways. In
this case, the sensor is given two GFs, one for each strain regime.

T. Rafeedi et al.

13

Published in partnership with Nanjing Tech University npj Flexible Electronics (2023)    52 



For initial resistance and length Ro and lo, respectively:

GF ¼ ΔR=Ro
Δl=lo

(3)

Resistive strain gauges are amenable to several data acquisition
techniques apart from standard Ohmmeter measurements.
Classically strain gauges can be probed with Wheatstone bridge
circuits178. However, bridge circuit configurations can become
complex especially when connecting multiple strain sensors to the
circuit. Incorrect balancing of the bridge can also pose a challenge,
especially for high-sensitivity sensors, ones with varying baseline
resistances, and those with a significant temperature coefficient of
resistance (TCR). The alternatives include using a constant current
into the leads of the sensor and probing the voltage drop
occurring across it or using digital multimeters179.

Capacitive sensitivity. Typically, a capacitor is a charge-storing
device that can be visualized as two electrodes separated by a
dielectric medium. The amount of charge that it can theoretically
store is dependent on the permittivity of the materials (ε), the area
of the electrodes (A), and the electrode separation ðdÞ. A
mechanical input into a capacitive sensor can change these
variables causing a measurable change in capacitance. In the
parallel plate configuration, the dielectric material is usually
composed of soft elastomer that compresses to change the
electrode proximity. Often, the polymer dielectric is made porous
or patterned with microstructure to impart a range of compliance
and reduce the viscoelastic effects132,146,180. These measures can
work to reduce the latency of the sensor and its hysteresis by
virtue of optimizing the viscoelastic properties146. Other designs,
such as interdigitated capacitive sensors, while they produce the
same effect do not necessarily change their inter-electrode
distance. They instead rely on variability in the dielectric material
structure for a change in the dielectric constant181.

C ¼ εA
d

(4)

I ¼ C
dV
dt

;where I is current and t is time (5)

Like the gauge factor of piezoresistive materials, some literature
sources define a GF for capacitive sensors where the numerator
denotes ΔC=Co. However, capacitive sensors are popular in the
pressure modality; hence they undergo compressive forces. In
cases where compressive strain is difficult to quantify due to
internal geometric complexity or scale, the sensitivity could be
defined in terms of stress (pressure):

Scapacitive ¼ ΔC=Co

ΔP
¼ ΔC=Co

ΔF=A
(6)

where ΔC is the change in capacitance due to loading pressure
ΔP. The sensitivity figure S can be defined for any sensing
mechanism where there is a defined baseline signal (in this case
Co) and change the signal change commensurate with the input
pressure. If the area on which the force is exerted is assumed to be
constant, the pressure change can be broken down in Eq. 6.
Capturing the capacitance signal tends to be a more challenging
task when compared with resistance. Most of the proof-of-concept
sensor papers utilize tethered and stationary LCR (inductance,
capacitance, resistance) meters or customized acquisition sys-
tems151,152,181,182. However, as mentioned earlier these sensors
can be integrated into wireless, battery-free devices utilizing
antennas to create an LC (inductor-capacitor) circuit whose
resonant frequency is a function of capacitance.

Piezoelectricity. Piezoelectric materials have seen many transdu-
cer applications in wearable technologies, both as actuators and

sensors. Their ability to intrinsically generate voltage signals from
mechanical input omits the need for powering the sensor183.
However, depending on the active materials and their size, the
output signals will often require significant amplification. The
lattice structure of a piezoelectric material determines its response
to different mechanical inputs. Like the sensitivity defined for
capacitive sensors, sensitivity can be defined for piezoelectric
sensors:

Spiezoelectric ¼ ΔV
ΔP

(7)

The described mechanisms are those associated with flexible
and stretchable sensors. These figures of merit can be used to
compare different sensors. In research settings, various data
acquisition systems are used to probe signal outputs as
mentioned earlier. Recent developments of low energy and
compact data acquisition systems have allowed for the dispatch-
ing of these mechanisms into wireless platforms155,184. Apart from
signal clarity, the latency of the signal is also an important factor.
The time delay associated with signal transduction can vary with
the signal acquisition system, as well as the mechanical response
of the sensor material. More mature wearable sensing mechan-
isms such as accelerometry and audio signal recordings offer
robust signal outputs that can be read with and have extensive
support from development microcontroller boards (Arduino,
Raspberry Pi, STMicroelectronics, etc.), or custom microcontroller
boards.

Translation to the clinic and home use
The ultimate goal of the research in the area of wearable
biomedical devices is to transition from the clinic to the home.
Barriers to adoption are not, of course, limited to devices to assess
swallowing function. However, if strategies for increased engage-
ment and usability could be developed in this context, they could
be applied to most types of epidermal devices. The ultimate
success of such work would leverage nearly two decades of work
on devices in flexible and stretchable form factors. To this end, we
highlight two areas for continued research: user engagement and
compliance, along with wireless telemetry and power.

User engagement and compliance. Engagement with devices is a
challenge faced even by commercial technologies. Despite robust
sales, 50% of fitness trackers are abandoned after 6-12 months of
use. For older adults, engagement is worse: 43% of adults 70 and
older reported abandoning devices within the first two
weeks185,186. Methods to improve engagement possibly include
using haptic or visual feedback to relay information on the health
of the swallow or indicate its successful or unsuccessful
execution64,111,162. A real-time feedback mechanism could also
be coupled with swallowing exercise maneuvers, often prescribed
to dysphagic patients, to portray success/failure metrics and
maintain exercise pace. The stimulation of nerves to elicit tactile
sensations by mechanical or electrical cues has been utilized in
diverse biomedical applications such as prosthetics187,188, robotic
teleoperations189, and biomedical assistive technologies190,191.
Conventional mechanisms such as those found in handheld
devices like eccentric rotating mass motors (ERMs) and magnetic
linear resonant actuators (LRAs) are common in wearable
technologies192. However, their rigid form factors can limit their
integration in soft, dynamic, and curvilinear regions of the human
body such as the neck193. Alternatively, devices for electrotactile
stimulation can be implemented in a flexible or stretchable form
factor194,195. These sensations can vary from sustained pressure,
prickle, vibration, and itch196. In general, electrotactile devices
require low power consumption when compared to mechanical
actuators197, but may suffer from issues such as desensitization of
the skin or even pain157. Visual feedback of data in real-time (e.g.,
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as a smartphone app) has also been explored as a means of
increasing patient engagement, compliance, and adherence, but
little such long-term results have been reported for swallowing
devices198.

Wireless telemetry and power. Prototypes of wearable devices
developed in the laboratory are often tethered to non-portable
equipment for analysis of the data. To enable continuous long-
term monitoring of dysphagia in a home environment, system-
level integration of various electrical components in a miniatur-
ized patch is required199. Nevertheless, data processing is not
expected to be performed on the wearable itself. Instead, the
patch should communicate wirelessly with a personal device (i.e.,
phone or computer). Many wearable devices have integrated
miniaturized electrical components, along with Bluetooth or near-
field communication chips, in a stretchable encapsulant200,201. For
efficient telemetry, it’s common for the dimensions of the antenna
to be at least one-quarter of the signal wavelength202. Other
innovative modules demonstrate battery-free wireless power and
data telemetry at large power densities for further miniaturization
with magnetoelectric phenomena203. Parametric designs of the
magnetoelectric substrate are paramount, as the resonant
frequency and output voltage are a function of the thickness204.

OUTLOOK AND CONCLUSION
The development of engaging yet physically unobtrusive epider-
mal devices has the potential to assist in the detection and
treatment of swallowing dysfunction. The convenience and
physical wearability of swallowing sensors have been greatly
improved by the realization of flexible and stretchable electronic
materials, such as elastomer composites, ionic hydrogels, con-
ductive polymers, and patterned metal conductors. Research for
such materials and their application to swallowing behavior is
creating new modalities for the detection of swallow health (e.g.,
strain, pressure) and improving well-documented and previously
researched ones (e.g., EMG and acoustic signals). Although the
sensing mechanisms associated with such transducers are now
established, challenges remain from data interpretation and
communication to maintaining user engagement beyond single
uses and healthcare provider buy-in. While data acquisition and
communication may be improved using existing dispatchable
controllers, and wireless communication platforms, the rest of the
challenges require further investigation. Swallowing and feeding
disorders such as dysphagia require long-term monitoring and
care, a feat wearable swallowing sensors are yet to demonstrate in
human studies, despite the promising robustness of the used
materials. To that end, improvements in this area would entail
longer-term examinations of durability and efficacy, and large
sample size human subject trials. Another vital step to achieving
continuous, passive, and mobile data collection, is the evaluation
of sensors under non-stationary subject conditions and out-of-lab
settings. These investigations can help identify undesirable
artifacts coming from the user’s body movement to identify
appropriate data filters. In tandem, they would shed light on user
adherence and engagement during swallowing therapies, a crucial
facet in preventing swallowing and feeding disorders. Feedback
systems (visual, auditory, and haptic), as discussed, can thereafter
be effectively implemented to improve adherence and engage-
ment metrics.
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